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Abstract—This paper presents a novel robust stator voltage 
oriented rotor current controller structure for grid connected 
doubly fed induction generators (DFIG). Controller is based on a 
proportional controller with first order low pass filter 
disturbance observer which estimates machine parameter 
dependent nonlinear terms. Therefore, necessity of accurate 
knowledge of machine parameters is not required. The results 
are demonstrated in experimental laboratory setup. 

Keywords-component; DFIG, disturbance observer, wind 
energy) 

NOMENCLATURE 

isa, isb, isc   Stator a, b and c phase 
currents 
isd, isq, ird, irq  Stator, rotor d and q axis currents 
ira, irb, irc   Rotor a, b and c phase 
currents 
igd, igq    Grid d and q axis currents 
vsa, vsb, vsc  Stator a, b and c phase voltages 
v , v , vr , vr    
vra, vrb, vrc  Rotor a, b and c phase voltages 
vsd, vsq, vrd, vrq  Stator, rotor d and q axis voltages 
Rs, Rr,    Stator, rotor resistances 
Ps, Qs   Stator active and reactive power 
Pr, Qr   Rotor active and reactive power 
Pg, Qg   Grid active and reactive power 
Ls, Lr, Lm  Stator, rotor, mutual inductances 
Lrb,    Base value of rotor inductance 

r   Disturbance of Lr and Lg 
p   Number of pole pairs 

s   Stator and grid electrical speed 
m   Rotor mechanical speed 

Tm, Te   Mechanical and electrical torque 
s, r   Stator, rotor electrical angle                     

Ts   Sample Time 
s   Laplace operator 
kp, kq   Proportional gain of controller 
fd, fq   Disturbance terms  
J   Inertia constant  
b   Viscous friction constant 

I.  INTRODUCTION 
Penetration of renewable energy sources, especially wind 

energy conversion systems has been increasing due to rapid 

consumption of fuel sources and environmental issues in recent 
years. Doubly fed induction generator (DFIG) based wind 
turbines are very advantageous compared to other generator 
types due to variable speed operation, reduced inverter cost, 
and four-quadrant active and reactive power flow capability.  

There are several studies associated with DFIG control for 
wind energy conversion systems. Conventional grid connected 
DFIG controllers usually consist of direct vector control (DVC) 
strategies which use stator flux [1] or voltage orientation [2] in 
which the alignment of the d-axis is along with stator flux or 
voltage in synchronously rotating frame. These DVC schemes 
control decoupled rotor currents with proportional-integral (PI) 
controllers. 

Grid connected DFIG control strategies may become very 
fragile against grid voltage problems and parameter variations 
due to direct grid connection of stator windings [3]. Robustness 
of the controllers [4] is essential due to increasing power 
penetration of DFIG based wind turbines in electrical 
networks. However, conventional DVC techniques are very 
fragile against parameter and external disturbances. 

Direct Power Control (DPC) techniques which control 
stator active and reactive power without inner current loops are 
given in [5, 6]. There are also reputable studies using DPC [7, 
8, and 9] which are robust against machine parameter 
variations and grid voltage problems. Several contributions are 
also encountered which use sliding mode control (SMC). One 
of the important contributions given in [10] achieves the grid 
connected DFIG control in harmonically distorted and 
unbalanced voltages. Robustness against voltage problems is 
achieved in [11] with second order SMC.  

The first contribution regarding the usage of disturbance 
observer [12] in grid connected DFIG structures first appear in 
[13]. This study presents the simulation results of a direct 
proportional power controller with a disturbance observer 
without current control loops. 

Despite the robustness of the DPC and SMC techniques 
summarized above, conventional DVC schemes which use 
decoupled  PI  type rotor current controllers as given in [1,2] 
are very popular due to its simplicity  and applicability in real 
DFIG based wind turbines. Nonlinear cross-coupling terms are 
fed forward to controller which is dependent on machine 
parameters. Performance of DVC structure is highly dependent 
on the accurate knowledge of machine parameters. 
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This study proposes a stator voltage oriented DVC scheme 
which is independent on any machine parameter. All the 
machine parameter dependent terms are estimated via first 
order low pass filter disturbance observer and fed forward to 
the current control loop. A proportional controller is sufficient 
to control decoupled rotor currents. The proposed methodology 
is validated by using constructed experimental laboratory 
setup.  

This paper is organized as follows; Problem formulation 
and DFIG dynamics are given in Section 2. Controller design 
and disturbance observer concept are given in Section 3. 
Experimental results are demonstrated in Section 4. Section 5 
contains the conclusion and future work. 

II. PROBLEM FORMULATION

A. DFIG Operation 
Typical DFIG based wind turbines are depicted in Fig.1. 

The stator is directly connected to the grid, and rotor is directed 
through a back-to-back converter.  

~~
=

DFIG

GSC RSC

=

Gear 
Box

Pr Pr

Ps

Pg Pg

Qs

QsGRID

 

Figure 1.  Typical DFIG based wind turbines 

Rotor Side Control (RSC) controls the stator power flow 
via controlling the rotor currents. Grid Side Control (GSC) has 
a task of maintaining the desired DC bus voltage regardless of 
the power flow direction. The operation of DFIG could be 
subdivided into two main operation regions; subsynchronous or 
supersynchronous speed in which the rotor power flow 
direction is toward rotor circuit or grid side respectively.  

B. Mathematical Model of DFIG 
Mathematical model describing the dynamic behavior of 

DFIG is written considering set of three phase windings both at 
stator and rotor. DFIG dynamic equations could be written 
from the equivalent circuit in synchronously rotating dq frame 
as given in Fig. 2. For more detailed analysis and modeling of 
DFIG, one can refer several numbers of sources in literature 
e.g. [14, 15]. DFIG dynamics could simply be defined in the 
following form.  

),,,,,,( ,, tLRLiiv
dt

diL ssmsqrdqsdsdsd
sd

sn
         (1) 

),,,,,,( ,, tLRLiiv
dt

di
L ssmsqrdqsdsqsq

sq
sn

          (2) 

),,,,,,( ,, tLRLiiv
dt

diL ssmmsqsdqrdrdrd
rd

rn
(3)

),,,,,,,( ,, tLRLiiv
dt

di
L ssmmsqsdqrdrqrq

rq
rn

          (4) 

The terms Lsn and Lrn are the nominal value of the stator 
and rotor. Inductances could be expressed as follows;  

rsrnsrs LLL ,,,
             (5) 

s the nonlinear and parameter 
dependent equations.  All above derivation is realized in stator 
voltage oriented synchronously rotating frame and the 
alignment of the stator voltage is considered in d-axis which 
means that vs=vsd. All the rotor variables are referred to the 
stator side.  
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Figure 2.   DFIG Equivalent Circuit 

Equation of motion could be simply defined by the 
following relation: 

)(1
mem

m bTT
Jdt

d    (6) 

Finally, Stator active and reactive power could be described 
by the equations below.   

)(
2
3

sqsqsdsds ivivP    (7) 

)(
2
3

sqsdsdsqs ivivQ    (8) 

Dynamic behavior of DFIG is fully described, and rotor 
current controller is discussed in the following section. 

III. ROTOR SIDE CURRENT CONTROLLER DESIGN 
Rotor current dynamics are given in Eq. (3) and Eq. (4). It 

is obvious from definition that dynamic equation is separated 
into nonlinear parameter dependent func  and measurable 
rotor currents and voltages. Current errors could be given as 
following equation. 

rd
ref
rdid ii     (9) 
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 rq
ref
rqiq ii     (10) 

The derivative of the errors is defined as follows. 

dt
di

dt
di

dt
d rd

ref
rdid     (11) 

dt
di

dt
di
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d rq

ref
rqiq     (12) 

 

If Eq. 3 and 4 are substituted into Eq. 11 and 12 
respectively, the following equations could be obtained.  

df

rn

rd
ref
rd
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qf

rn

rq
ref
rq
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The terms fd and fq are highly nonlinear and exact 
calculation of those terms are almost impossible. Therefore 
these terms will be considered as disturbance.  

Next, the desired closed loop dynamics can be written as; 

0rdp
rd k

dt
d        (15) 

0rqq
rq k

dt
d        (16) 

If the errors are written into the desired closed loop 
dynamics, the following equations could be written. 

0rdpd
rn

rd kf
L
v    (17) 

0rqqq
rn

rq kf
L
v    (18) 

Finally, desired voltage references are obtained as follows.  

drdprn
ref
rd fkLv ˆ     (19) 

qrqqrn
ref
rq fkLv ˆ     (20) 

Where df̂  and qf̂  are estimated disturbances. These terms 
could be estimated by using first order low pass filter 
disturbance observer [12]. The rotor dynamics in Eq. 3 and 4 
could be rewritten as follows.  

dt
diLvf rd

rnrdd
    (21) 

dt
di

Lvf rq
rnrqq

    (22) 

If Eq. 21 and 22 is written in s domain and implementing 
first order low pass filter disturbance observer concept [12]; 

d

d
rdrnrdd gs

gisLvf )(ˆ    (23) 

q

q
rqrnrqq gs

g
isLvf )(    (24) 

The terms gd and gq are the low pass filter cutoff gains. 
More details on the disturbance observer design procedure can 
be found in [12].  

As a result of the dynamic equations and estimated 
disturbances, DVC based controller structure could be given in 
Fig. 3. 
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Figure 3.  Proposed Control Structure 

Decoupled rotor currents are controlled via proportional 
controller with first order low pass filter disturbance observer. 
Space vector pulse width modulation (SVPWM) is used to 
generate voltage references in the experiments. PI controllers in 
the outer loops realize the desired power references. Voltage 
angle detection is realized by conventional three-phase 
synchronous reference frame phase-locked loop - SRF-
PLL) [16]. 

IV. EXPERIMENTAL RESULTS 
 
Experimental setup in Fig. 4 is used in the experiments. 

Squirrel cage induction machine (SCIM) is driven by a 
commercial inverter representing the wind. Commercial drive 
adjusts the speed of DFIG. DFIG plate data is given in table 1; 
gain and cut off frequency of the controllers are given in Table 
3. dSPACE ds1103 controller board is used. Algorithms are 
generated in Controldesk by using C programming language. 
Sample time of the controller istack 
(21f_b6u_e1cif_b6ci_12_v12) inverter is used in the 
experiments. Stator and rotor three phase currents are 
measured and sent to ds1103 controller board. Stator and grid 
voltages simultaneously measured for synchronization 
purposes. DFIG will only be operated in subsynchronous 
speed. Hence, DC link voltage is kept constant at 120V with a 
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power supply. Stator active and reactive power step response 
tests are applied and the performance of the controllers is 
demonstrated.  

A. Stator Active Power (Ps) Step Response Test 
Ps step response test is applied at subsynchronous speed 

(143 rad/s). Ps reference is increased to 180W (Fig. 5) at 
arbitrary instant of experiment. Qs is kept constant at zero (Fig. 
6). It is obviously shown from the results that Ps and Qs 
successfully follow the references. 

The resultant ird&irq and isd&isq change according to 
applied steps are shown in Fig. 7 and Fig.8, respectively. The 
plots of Qs and Ps (Fig. 5 and 6) and the resultant rotor and 
stator currents (Fig. 7 and Fig. 8) obviously show that 
decoupled stator active (Ps) and reactive power (Qs) control is 
achieved. 

Rotor phase currents at arbitrary instant are in Fig. 9. Stator 
voltage vs. stator current is shown in Fig. 10 which definitely 
shows that power flow is toward the grid.  
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Figure 4.  Experimental Setup 

TABLE I.  DFIG PLATE DATA IN EXPERIMENTS 

Symbol Quantity Unit 

Power 1.1 KW 
Stator Voltage 220/380 Volt(D/Y) 

Stator Current 6.4/3.7 Amper 
Power Factor 0.67 - 

Speed 1360 rpm 
Rotor Voltage 70 Volt 
Rotor Current 12 Amper 
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Figure 5.  Active Power (Ps) at Ps step response test  
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Figure 6.  Reactive Power (Qs) at Ps step response test 
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Figure 7.  The resultant rotor currents to achieve power control 
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Figure 8.  Stator a phase voltage(vs) vs. current (is) 
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Figure 9.  Rotor phase currents at arbitrary instant 
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Figure 10.  Stator a phase voltage (vsa) vs. current (isa) at arbitary instant 
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B. Stator Reactive Power(Qs) Step Response Test 
Qs step response test is applied at subsynchronous speed 

(143 rad/s).  Qs reference is increased to 160W (Fig. 11) at 
arbitrary instant of experiment. Ps is kept at constant at zero 
(Fig. 12).  

The resultant ird&irq and isd&isq change according to 
applied Qs are shown in Fig. 13 and Fig.14, respectively. The 
plots of Qs and Ps (Fig. 11 and 12) obviously show that 
decoupled stator active and reactive power control is achieved. 
Rotor and stator currents reasonably change according to 
decoupling (Fig. 13 and Fig. 14).  

Rotor and stator phase currents at arbitrary instant are 
shown in Fig. 15 and Fig. 16, respectively. Stator phase a 
current (isa) vs. stator phase a voltage (vsa) obviously show that 
power factor is leading (Fig. 17). 

Grid voltage and calculated voltage angle by applied PLL 
algorithm in [16] is shown in Fig. 18 which definitely shows 
the accurate calculation of PLL voltage angle. 
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Figure 11.  Reactive Power at Qs step response test  
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Figure 12.  Active Power at Qs step response test  
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Figure 13.  The resultant rotor currents 
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Figure 14.  The resultant stator currents 
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Figure 15.  The resultant rotor line currents 
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Figure 16.  Stator line currents at arbitrary instant 
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Figure 17.  Stator a phase voltage (vsa) vs. current (i sa) at arbitary instant 
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Figure 18.  Stator voltages and voltage angle at arbitrary instant 
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CONCLUSION 
DFIG is the most popular generator type in wind turbines 

because of several advantages summarized in introduction. 
Robustness of the system is essential due to direct connection 
of stator windings to the grid. This study demonstrated a novel 
current controller which is robust against machine parameter 
variations. Experimental results obviously show decoupled 
active and reactive power is achieved with proposed 
controller. The proposed methodology could simply be 
applied to real wind turbine structures due to its simplicity and 
applicability.  Future work will mainly consist of developing 
the same control structure to GSC. 

REFERENCES 
[1] R.Pena, J.C. Clare, and G.M. Asher, “A doubly-fed induction generator 

using two back-to-back PWM converters and its application to variable 
speed wind energy system”, Proc. Inst. Elect. Eng. B, vol. 143, no. 3, pp. 
231–241, 1996. 

[2] S. Muller, M. Deicke, and R. W. De Doncker, “Doubly fed induction 
generator systems for wind turbines,” IEEE Ind. Appl. Mag., vol. 8, no. 
3, pp. 26–33, May/Jun. 2002. 

[3] A.Susperregui, M.I. Martinez, G.Tapia, I., Vechiu, “Second-order 
sliding-mode controller design and tuning for grid synchronization and 
power control of a wind turbine-driven doubly fed induction generator,” 
IET, Renewable Power Generation,  vol. 7, no. 5, pp. 540–551, Sept 
2013.  

[4] IEEE 1547 IEEE Standard for Interconnecting Distributed Resources 
with Electric Power Systems, IEEE Standard 1547, 2008. 

[5] L. Xu, P. Cartwright, “Direct active and reactive power control of DFIG 
for wind energy generation,” IEEE Trans. On Energy Conversion, VOL. 
21, No. 3, Sept. 2006. 

[6] J. Hu, H. Nian, B. Hu, Y. He and Z. Q. Zhu, “Direct Active and Reactive 
Power Regulation of DFIG Using Sliding-Mode Control Approach,” 
IEEE Trans. on Energy Conversion, vol. 25, no. 4, Dec. 2010. 

[7] P. Zhou, J. He, and D. Sun, “Improved direct power control of a DFIG 
based wind turbine during network unbalance,” IEEE Trans. Power 
Electron., vol. 24, no. 11, pp. 2465–2474, Nov. 2009. 

[8] D.S. Martin, J. L.R. Amenedo, S. Arnalte, "Direct power control applied 
to doubly fed induction generator under unbalanced grid voltage 
conditions," IEEE Transactions on Power Electronics, Vol. 23, No. 5, 
pp. 2328-2336, Sep 2008 

[9] G. Abad , M. A. Rodriguez , G. Iwanski and J. Poza  "Direct power 
control of doubly-fed-induction-generator-based wind turbines under 
unbalanced grid voltage",  IEEE Trans. Power Electron.,  vol. 25,  no. 
2,  pp.442 -452 2010.  

[10] I.Martinez , G. Tapia , A. Susperregi and H. Camblong,  "Sliding-mode 
control for DFIG rotor- and grid-side converters under unbalanced and 
harmonically distorted grid voltage",  IEEE Trans. on Energy 
Convers., vol. 27,  no. 2,  pp.328 -339 2012 

[11] B. Beltran, M.E.H. BenBouzid, T.Ahmet-Ali, “High order sliding mode 
control of a DFIG based wind turbine for power maximization and grid 
fault tolerance,”  Electric Machines and Drives Conference, 2009, IEEE 
International. 

[12] K. Ohnishi, M. Shibata, T. Murakami, “Motion control for advanced 
mechatronics”, IEEE/ASME Transactions on Mechatronics, 1(1), 56–67, 
March 1996. 

[13] E. Demirok, “Grid-connected variable speed generator applications with 
doubly-fed induction machine
Summer 2007. 

[14] I. Montenau, A.I. Bratcu, N.A. Cutululis, E. Ceanga, “Optimal control of 
wind energy systems: towards a global approach”, Advances in 
Industrial Control, Springer, 2008.   

[15] W. Leonard, “Control of electric drives,” 3rd Edition, Springer, Berlin, 
Heidelberg, New-York, 2003. 

[16] S.Chung, “A phase Tracking System for Three Phase Utility Interface 
Inverters”,   IEEE Transactions. Power Electronics, vol. 15, No. 3,pp. 
431-438,2000.                         
 
 

 

16th International Power Electronics and Motion Control Conference and Exposition Antalya, Turkey 21-24 Sept 2014

PEMC 2014 487



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles false
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (Gray Gamma 2.2)
  /CalRGBProfile (None)
  /CalCMYKProfile (None)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.7
  /CompressObjects /Off
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams true
  /MaxSubsetPct 100
  /Optimize true
  /OPM 0
  /ParseDSCComments false
  /ParseDSCCommentsForDocInfo false
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo false
  /PreserveFlatness true
  /PreserveHalftoneInfo true
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts false
  /TransferFunctionInfo /Remove
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 200
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages false
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /ColorImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 200
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages false
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /GrayImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 400
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 600
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile (None)
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /CreateJDFFile false
  /Description <<


    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000410064006f006200650020005000440046002065876863900275284e8e55464e1a65876863768467e5770b548c62535370300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200036002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef69069752865bc666e901a554652d965874ef6768467e5770b548c52175370300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200036002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /CZE <>
    /DAN <>
    /DEU <>
    /ESP <>
    /ETI <>
    /FRA <>



    /HUN <>
    /ITA (Utilizzare queste impostazioni per creare documenti Adobe PDF adatti per visualizzare e stampare documenti aziendali in modo affidabile. I documenti PDF creati possono essere aperti con Acrobat e Adobe Reader 6.0 e versioni successive.)
    /JPN <>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020be44c988b2c8c2a40020bb38c11cb97c0020c548c815c801c73cb85c0020bcf4ace00020c778c1c4d558b2940020b3700020ac00c7a50020c801d569d55c002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200036002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /LTH <>
    /LVI <>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken waarmee zakelijke documenten betrouwbaar kunnen worden weergegeven en afgedrukt. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 6.0 en hoger.)
    /NOR <>
    /POL <>
    /PTB <>


    /SKY <>

    /SUO <>
    /SVE <>
    /TUR <>

    /ENU (Use these settings to create Adobe PDF documents suitable for reliable viewing and printing of business documents.  Created PDF documents can be opened with Acrobat and Adobe Reader 6.0 and later.)
  >>
>> setdistillerparams
<<
  /HWResolution [600 600]
  /PageSize [612.000 792.000]
>> setpagedevice


