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ABSTRACT

NAVIGATION PERFORMANCE IN COMPLEX MULTI-STORY
ENVIRONMENTS USING AUDIO-FIRST MIXED REALITY

BİLGEHAN ÇAĞILTAY

COMPUTER SCIENCE & ENGINEERING MSc. THESIS, JUNE 2025

Thesis Supervisor: Prof. Dr. Selim Balcısoy

Keywords: MR, situated analytics, AAR

MR interfaces have traditionally prioritized visual modalities as the primary conduit
for user interaction. While effective in certain contexts, this visual-first approach re-
veals critical limitations in high-stakes, cognitively demanding environments where
sustained visual attention may be impractical or counterproductive. This study chal-
lenges the dominance of visual-centric design in MR and advocates for a transfor-
mative shift toward audio-centric interaction paradigms. Accordingly, a conceptual
framework for an Audio-Based Situated Analytics system is proposed. Such a sys-
tem, rebalances sensory load by elevating auditory engagement and reserving visual
channels for the most urgent, attention-critical tasks. This holds the potential to
significantly enhance usability, resilience, and inclusivity in a range of applications.
An AR navigation task software is developed by following this proposed framework.
Finally, the study experimentally evaluates the effectiveness of 3D spatial navigation
in an AR environment using this software. It compares the performance of partic-
ipants using audio AR navigation to those using visual AR navigation, traditional
navigation without aids, and a combination of audio and visual AR. The results of
this study show that audio AR has the capability to maintain the environmental
awareness of a user similar to that of a person who does not use any AR assistance.
The results also show that audio AR is capable of having similar performance to
visual AR in the navigation of complex, 3D environments. The results show similar
findings for audio AR in 3D environments to those of previous literature, which were
mainly focused on 2D environments. As a conclusion, this study provides several
insights on the benefits of audio AR in the context of navigation of 3D environments.
The results also identify several areas for future research.
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ÖZET

KARMAŞIK ÇOK KATLI ORTAMLARDA SES ÖNCELİKLİ KARMA
GERÇEKLİK KULLANILARAK NAVİGASYON PERFORMANSI

BİLGEHAN ÇAĞILTAY

BİLGİSAYAR BİLİMİ VE MÜHENDİSLİĞİ YÜKSEK LİSANS TEZİ, HAZİRAN
2025

Tez Danışmanı: Prof. Dr. Selim Balcısoy

Anahtar Kelimeler: KG, konumsal analiz, SAG

KG arayüzleri geleneksel olarak kullanıcı etkileşimi için görsel modalitelere öncelik
vermiştir. Çoğu bağlamda etkili olsa da, bu yaklaşım bazı durumlarda kritik sınır-
lamalara yol açar. Sürekli görsel dikkat gerektiren, yüksek riskli ve bilişsel olarak
zorlayıcı ortamlar buna örnektir. Bu çalışma KG’de görsel merkezli tasarıma alter-
natif olarak ses merkezli bir etkileşim modeli önermektedir. Böyle bir sistem, işitsel
katılımı artırarak ve görsel kanalları en acil görevler için ayırarak duyusal yükü den-
geler. Bu yeniden kavramsallaştırma, birçok uygulamada kullanılabilirliği, dayanık-
lılığı ve kapsayıcılığı artırma potansiyeline sahiptir. Örneğin görsel alanı boğmayan,
durumsal farkındalık gerektiren, zamana duyarlı ilk müdahale operasyonları ve
sürükleyici kültürel miras deneyimleri bu ortamlardandır. Ayrıca, önerilen çerçeveye
uygun bir AG navigasyon görev yazılımı geliştirilmiştir. Bu yazılımla 3B mekansal
sesli navigasyonun etkinliği deneysel olarak değerlendirilmiştir. Sesli AG navigasy-
onu kullanan katılımcıların performansı, görsel AG navigasyonu, geleneksel navi-
gasyonu ve sesli ve görsel AG’nin kombinasyonunu kullananlarla karşılaştırılmıştır.
Sonuçlar sesli AG’nin geleneksel navigasyona benzer çevresel farkındalık sağladığını
göstermektedir. Ayrıca, karmaşık 3B ortamlarda görsel AG ile benzer performans
sunabildiği görülmüştür. Buna ek olarak, genellikle 2B ortamlara odaklanan önceki
literatürdeki bulgulara paralel olarak, 3B ortamlarda da sesli AG’de benzer sonuçlar
elde edilmiştir. Sonuç olarak bu çalışma, 3B ortamlarda navigasyon bağlamında sesli
AG’nin faydaları hakkında çeşitli içgörüler sunmaktadır. Sonuçlar ayrıca bu alanda
ihtiyaç duyulan bir çok araştırma için de yönlendirmeler içermektedir.
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1. INTRODUCTION

MR interfaces have a unique set of applications with many innovative potentials.

The strides made in display technologies in the past twenty years have drastically

expanded the boundaries of what is achievable. This has created a very valuable

technological innovation, the Hololens 2, which is still in popular use after six years

of its release. MR interfaces are vision and hand interaction focused technologies.

As a result, historically MR research has mainly focused on visual interfaces to

facilitate information delivery and user interaction. This has allowed the research

in the �eld to apply digital information overlays easily and reliably for complex,

technical tasks. On top of what was visible to normal human perception, it was

possible to now display anything desired; ranging from displaying infrared colors to

showing the internal structures of complex machines, like a car engine. It further

allowed the feasibility of remote working with experts in hard to reach locations or

training with expensive equipment without the risk of any �nancial losses caused

by damage during training. Finally, it became much more feasible to augment the

perception of people in high-stress environments, where receiving situation critical

information can be a matter of life and death. This was all done by giving users a

digital information layer in their visual �elds.

However, visual MR systems come with their own trade-o�s. Hand tracking, eye

tracking, and voice commands have emerged as primary methods for interacting with

these interfaces [28]. While hand-tracking systems are e�ective in typical everyday

contexts, they face considerable limitations in extreme environments, such as those

encountered by FR teams who may be required to wear thick protective gloves for

�re safety, or for medical emergencies where hand interaction is often di�cult [60].

These limitations are further exacerbated by factors such as the limited FOV and

screen resolution, both of which play critical roles in determining the e�ectiveness

of MR systems in real-world contexts. For example, MR headsets like the Hololens

2, with its 52� horizontal FOV, can be restrictive, limiting what can be shown at

a given time. Additionally, the challenge of balancing attention between virtual

and real-world information can distract users, especially in high-pressure scenarios,
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reducing the e�ectiveness of MR in these settings [15; 4].

Furthermore, the inherent limitations of projected MR displays, especially in

brightly lit environments, further hinder their ability to deliver information ef-

fectively. The inability to see displays clearly in direct sunlight or harsh lighting

conditions can impede the ability to complete time-sensitive tasks, increasing user

frustration and cognitive load [30]. In addition, due to the projected nature of the

display, these devices need to be fairly large in their form factor, limiting their

wear-ability and applicability. These visibility and usability issues contribute to di-

minished immersion, greater mental fatigue, and ultimately, a decline in operational

e�ciency of MR in critical applications.

It can be seen that the continued exclusive reliance on visual modalities may be con-

straining the broader potential of MR. This predominantly visual approach not only

risks overlooking alternative interaction methods, but also limits usability, accessibil-

ity, and cognitive e�ciency, undermining MR's capacity to deliver in a wider array

of real-world applications. Moreover, the advancing computational power of MR

devices, now available in increasingly compact and powerful form factors, presents

unique opportunities for extending prior research. This burgeoning computational

capacity allows for more sophisticated MR interfaces that can overcome many of

the usability challenges previously faced by users relying on vision-heavy interfaces.

By harnessing this enhanced computational power, it becomes possible to re�ne and

extend the functionalities of MR systems, addressing longstanding limitations.

To mitigate these challenges, we propose a shift away from a visual-dominant in-

terface, advocating for a more integrated use of sensory modalities. This study

�rst proposes a shift in MR interface design, advocating for the prioritization of

audio-centric interfaces. By challenging the entrenched visual-�rst paradigm, this

approach opens the door to more versatile, contextually relevant, and immersive

MR experiences.

FR, such as police o�cers, paramedics, and �re�ghters, often �nd themselves in high-

stakes situations that demand both hands-free engagement, as well as full cognitive

and visual attention; all while needing to access crucial, real-time situational data.

In these critical scenarios, auditory interfaces may provide a more e�ective and

e�cient means of conveying essential information without detracting from the task

at hand. This interface can display friend or foe identi�er information for users

in areas with adversaries, or convey navigational information in complex spaces

where users cannot e�ectively navigate, due to unfamiliarity with the environment

or reduced visibility in cases of �re.
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This also has the potential to elevate the daily experiences of civilians. Users in

unfamiliar environments that may need navigational assistance can use verbal or

non-verbal audio guidance for hands free navigation in areas like large airports or

complex building interiors. Furthermore, this can be used to aid civilians who may

have di�culties in visual navigation.

Besides these applications, cultural heritage sites stand to bene�t signi�cantly from

this approach, enhancing tourist experiences through the use of AAR [54], o�ering

a deeper and more interactive engagement with historical artifacts and sites. This

research highlights the audio modality as an under-explored but valuable alternative.

Unlike vision, which is constrained by line of sight, hearing o�ers a 360� FOV,

providing a more holistic and �exible means of interaction. This auditory advantage

has the potential to alleviate many of the cognitive and visibility-related issues

associated with visual MR systems.

The spatial nature of hearing enables users to engage with objects throughout their

entire environment, not limited to what is directly in front of them. In high-stress

situations, where critical information may originate from behind the user, relying on

visual cues can be both distracting and disruptive. By contrast, auditory cues allow

for seamless, non-intrusive interaction, empowering users to remain fully engaged

with the environment while receiving vital information. In addition, due to the

reduced form factor, from bulky glasses to a simple pair of earbuds, it is easier to

move around with an audio-only interface.

Such an audio system can be implemented through utilizing methods researched

within the �eld of soni�cation. Soni�cation is the use of non-speech audio to convey

information or perceptualize data. As such, an audio system can be implemented

through utilizing methods researched within the �eld of soni�cation. Unlike general

auditory cues or alerts, soni�cation involves mapping data to structured auditory

signals in a way that users can interpret meaningfully. For example, audio prop-

erties such as pitch, tempo, or timbre can be varied to represent di�erent types of

information, like distance to a target, speed, temperature, or abstract analytics like

risk levels or performance metrics. Similarly, audio icons such as a ping, a bell ring-

ing, or a beeping sound can also be used to implement cues of events with real-life

analogs [52; 41; 6]. By utilizing soni�cation within MR, audio can be conveyed with

its spatial properties, as well as any information that may be encoded within the

audio itself.

Soni�cation and MR share the core goal of augmenting human perception with dig-

ital information, but they diverge in modality: MR is a technology that speci�cally

utilizes or augments the spatial environment of its user, while soni�cation does not
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require such a focus, since it is interested in how audio can be used to convey com-

plex information and does not necessarily require spatial augmentation. As a result,

soni�cation and MR can complement each other to form a richer, multimodal MR

experience.

Hence, further research is essential to compare the e�cacy of audio-only MR interac-

tion with traditional methods such as map inspection or visual-only MR interaction.

Additionally, there is a need to explore how users interact with and learn to nav-

igate complex, multi-�oor environments using auditory cues alone. This includes

investigating how audio-only guidance impacts user orientation, decision-making,

and overall navigation e�ciency in spaces with multiple �oors or intricate layouts,

which could provide deeper insights into the feasibility and potential advantages of

audio-centric approaches in MR applications.

Leveraging of HRTF and AAR technologies o�er signi�cant promise in enabling users

to perform spatial orientation and navigation tasks using auditory direction alone.

By creating spatial audio cues that indicate the location of critical information,

users can e�ciently navigate complex environments without the need for visual

input [46]. The integration of auditory information not only has the potential to

enhance comprehension but it also allows for the reduction of visual clutter, leaving

space for the most important elements of the visual interface [43; 37]. As a result,

users can engage more e�ectively and intuitively with the MR environment, leading

to improved performances.

Furthermore, audio displays require far fewer resources, only two high-quality speak-

ers, compared to visual displays that demand a broad �eld of view and high res-

olution to convey equivalent levels of detail. This not only makes auditory inter-

faces more cognitively e�cient, but also more practical and accessible, especially in

resource-constrained or high-pressure contexts.

The primary goal of this study is to develop an innovative audio-based situated

analytics system. This will be done by integrating situated analytics and AAR to

let users interact with environmental data in a hands-free, vision-free manner. By

harnessing the power of this technology, users will gain access to real-time critical

information, enhancing their decision-making capabilities and situational awareness

without the need for visual distractions.

The integration of AAR and location analytics represents a cutting-edge approach

to AR. This study aims to break free from the traditional reliance on visual modal-

ities by incorporating aural cues, enabling users to bypass the limitations of vision

and interact with their surroundings more e�ciently. While current AR systems

4



primarily focus on visual interfaces, this approach utilizes the unique advantages of

auditory feedback, o�ering a more �exible, immersive, and e�cient user experience,

particularly in environments where visual attention is constrained or overloaded. To

this end, this study will compare the performances of participants with audio-only,

visual-only, audio-visual, and no AR systems.

Accordingly, this study aims to answer three main research questions, and two sub-

research questions for each.

RQ1. How does AR impact navigational performance, evaluated by time and dis-

tance?

RQ1.1. Does audio AR improve navigational performance?

RQ1.2. Does audio AR decrease navigational performance?

RQ2. How does AR impact environmental awareness in navigation?

RQ2.1. Does audio AR improve environmental awareness in navigation?

RQ2.2. Does audio AR decrease environmental awareness in navigation?

RQ3. How does AR impact task load of tasks in navigation?

RQ3.1. Does audio AR improve task load of tasks in navigation?

RQ3.2. Does audio AR worsen task load of tasks in navigation?
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2. BACKGROUND OF THE STUDY

VR and AR have emerged as transformative technologies that are reshaping hu-

man interaction with digital environments. While they are often discussed together

due to their shared goal of altering perception, their historical roots, technological

developments, and research trajectories reveal distinct paths.

2.1 History of VR and AR

VR refers to a fully computer-generated simulation in which users can interact with

a three-dimensional environment using specialized hardware such as HMD, gloves,

and motion trackers. The concept of simulating reality dates back several decades,

with early attempts aimed more at mechanical illusions than digital immersion.

The conceptual groundwork for VR began as early as the 1930s. In [57], the story

described a pair of goggles that could provide the wearer with a fully immersive

experience, complete with visuals, sound, smell, and touch. This �ctional notion

foreshadowed the eventual goals of VR.

In technological terms, one of the earliest precursors to VR was [23], a multi-sensory

simulator that o�ered stereo sound, stereoscopic 3D visuals, vibrations, and even

scents. Though it was mechanical rather than digital, it represented the �rst attempt

to create a holistic immersive experience. A recreation of this device has also been

made for preservation purposes [1].

The development of HMD's was a signi�cant leap forward. In 1968, Ivan Sutherland,

often referred to as the "father of computer graphics," created the �rst HMD system

known as the Sword of Damocles [58]. It was connected to a computer and allowed

users to see simple wireframe environments overlaid in their vision. Despite its crude

graphics and large mechanical support, it was the �rst true digital VR system. This
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device is also argued to be the �rst recorded use of the term "HMD".

Throughout the 1980s and 1990s, the concept of VR gained further traction with

the work of Jaron Lanier, who founded VPL Research, one of the �rst companies to

sell VR products like the DataGlove and EyePhone HMD [55]. The term "virtual

reality" was popularized during this era and VR began to see use in military training,

�ight simulation, and academic research.

Early academic research on VR focused on user interface design, navigation in virtual

environments, and presence, which describes the feeling of "being there." A founda-

tional paper by Slater [48] emphasized the psychological and perceptual dimensions

of VR, attempting to quantify what makes users feel immersed.

In contrast to VR, AR involves overlaying digital information onto the real world.

Rather than replacing reality, AR enhances it by superimposing graphics, sounds,

or other sensory enhancements. This fundamental di�erence shapes both its appli-

cations and its technological requirements.

Similarly to VR, the conceptual roots of AR date back to the mid-20th century. The

term "augmented reality" was coined by Boeing researcher Tom Caudell to describe

a digital display system that guided workers through complex manufacturing tasks

[11]. However, AR had already started being explored in earlier works, such as

Sutherland's 1968 HMD, which could be considered the �rst AR system because it

overlaid virtual graphics onto the physical world.

One of the �rst widely recognized AR systems was developed by Ronald Azuma [5],

who de�ned AR as systems that combine real and virtual objects in a real envi-

ronment, are interactive in real time, and register/align the virtual and real objects

with each other. Azuma's paper marked a foundational point in AR research, cate-

gorizing early AR systems and identifying the key technical challenges of registration

accuracy, latency, and display quality.

A foundational framework for understanding the relationship between reality and

virtuality is the virtuality continuum [39]. This continuum, shown in Figure 2.1,

conceptualizes a spectrum between the real environment at one end and a fully

virtual environment at the other. Between these poles lie various MR experiences,

including AR and Augmented Virtuality, where real-world elements are inserted into

a primarily virtual space.
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Figure 2.1 Virtuality continuum [39]

This continuum was developed to clarify the distinctions between di�erent types of

mediated reality experiences, particularly as early systems began blending digital

and real-world content. It helped researchers and developers identify where their

systems fell in terms of immersion and realism, thus informing design decisions about

user interaction, display technologies, and tracking mechanisms.

According to this model, AR lies closer to the real-world end of the spectrum. This

is because the real environment remains dominant, but virtual elements are added

to it. Augmented Virtuality lies closer to the VR end. Here, a primarily virtual

environment incorporates real-world content (e.g., video feeds or real-time sensor

data).

The virtuality continuum continues to be a key theoretical framework in AR/VR

research and design, particularly in the �elds of education, industrial training, and

entertainment, where di�erent degrees of immersion and interactivity are required.

AR technologies evolved rapidly in the early 2000's with the advent of mobile com-

puting and computer vision. Fiducial marker tracking systems like ARToolKit [33]

allowed researchers and hobbyists to experiment with overlaying 3D models onto

printed markers through a webcam feed, laying the groundwork for mobile AR ap-

plications. Eventually, platforms like Microsoft HoloLens [42] and mobile apps like

PokÃ©mon GO brought AR into mainstream consumer use.

Early AR research emphasized tracking and registration, ensuring that virtual con-

tent accurately aligns with the physical environment. Works such as [29] tackled

these technical hurdles and proposed systems for real-time interactive AR experi-

ences.

2.2 Audio in AR and VR
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While visual immersion is typically emphasized in AR and VR systems, sound is

an equally vital component in creating convincing and engaging experiences. Sound

in AR and VR can be both narrative and functional. They can be used to convey

information, guide attention, and deepen emotional engagement.

In VR, spatial audio is particularly important. 3D audio techniques are used to

crudely simulate how sound behaves in a physical environment, giving users cues

about distance, direction, and the characteristics of virtual spaces. Techniques such

as binaural audio, HRTF's, and ambisonics enable sound to dynamically change

based on the user's head movements, enhancing realism and presence.

Research into auditory perception in virtual environments began to gain prominence

in the 1990s. One notable work is [7], which investigated how spatial audio could

enhance realism and user experience. Other studies, such as [8], explored psychoa-

coustic principles to understand how humans localize sound sources. These provided

insights that were essential in designing AR/VR audio systems.

Sound is rarely used in isolation in AR and VR. Its power is maximized when

integrated with visual and interactive elements. However, standalone audio AR is

an emerging �eld. Applications like Microsoft's Soundscape [2] provide navigational

aid to visually impaired users through spatialized audio cues, demonstrating the

potential of sound-driven AR interfaces.

The growing interest in immersive audio is evidenced by the development of stan-

dards and tools such as Facebook's (Meta's) Spatial Workstation [21], Google's

Resonance Audio[36], and Apple's spatial audio capabilities in ARKit. Academic

conferences like the Audio Mostly series and IEEE's VR and 3D User Interfaces

often feature dedicated tracks on spatial sound, re�ecting a robust and deepening

research community.

While extensive research has been conducted on sound localization in stationary

contexts and the utility of auditory cues for navigating 2D environments such as

street navigation [13; 25; 19; 35; 18] and single-�oor navigation in buildings [46; 56;

61], few studies have explored the challenges and potential of 3D terrain navigation

with realistic sound simulation [44]. Despite the growing interest in auditory aids for

orientation and navigation, there remains a signi�cant gap in research that addresses

the complexities involved when users are navigating more dynamic, 3D spaces. The

intricacies of simulating 3D sound within these environments could potentially o�er

new avenues to improve user experience and navigational e�ciency, but it has not

yet received the level of attention that other aspects of auditory navigation have.

Previous studies on FR using MR interfaces have highlighted a critical concern:
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MR systems have the potential to obscure the real environment, which can pose

signi�cant risks to users in high pressure and time-sensitive situations [4]. Moreover,

the e�ectiveness of MR displays can be severely compromised in bright or outdoor

conditions, as the displays may become di�cult to see, hindering the ability of FR's

to access vital information when they need it most. Furthermore, there is a level of

di�culty in integrating visual MR technologies into existing gear and the daily lives

of people, since the display technology itself occupies considerable space.

By transitioning part or all of the information traditionally conveyed through visual

channels to the auditory domain, these challenges can be signi�cantly mitigated.

When information is delivered through auditory cues, it can reduce mental work-

load while simultaneously enhancing both audiovisual target acquisition time and

perceived situational awareness [4; 37]. This shift not only alleviates the cogni-

tive burden on users but also enables more seamless interactions with the envi-

ronment, especially in high-pressure situations where visual attention is divided or

constrained.

Additionally, audio-only navigation has been shown to help users develop high-

quality mental maps more quickly compared to visual-only navigation [13]. These

�ndings are based on preliminary research involving novice users, who demonstrated

performance on par with that of visual-only navigation. This suggests that audio

cues, even for inexperienced users, can facilitate e�cient spatial awareness and nav-

igation, potentially o�ering an e�ective alternative to traditional visual guidance in

MR environments.

While current evidence is promising, further longitudinal studies are needed to

demonstrate that auditory navigation can consistently outperform visual-verbal nav-

igation methods over time [56]. However, the development of audio-assisted or

audio-only MR interfaces faces certain limitations, largely due to the relatively lim-

ited focus on auditory interaction in past MR research. This under-representation

has constrained progress in optimizing audio-based guidance systems, underscoring

the need for deeper exploration into auditory interface design and evaluation.

As highlighted by [54], one of the most pressing challenges in audio-based MR inter-

face research is the "lack of formal methodology on how to analyze and interpret user

data that is not just qualitative." This methodological gap limits the robustness and

generalizability of �ndings in the �eld. Moreover, while audio icons o�er an e�cient

means of conveying information, they can easily overwhelm users, particularly when

multiple audio sources overlap, making it di�cult to accurately localize individual

sounds. This perceptual limitation poses a signi�cant usability challenge. However,

further research is warranted to explore whether such di�culties can be mitigated
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through user training, adaptation periods, or the integration of more sophisticated

spatial audio techniques.

While audio interfaces o�er the potential for comprehensive environmental aware-

ness, the spatial accuracy of auditory cues is not uniformly distributed across all

directions. Audio sources located behind the user or in peripheral positions, such

as laterally, above, or below, often exhibit reduced localization accuracy and in-

creased perceptual ambiguity. This directional uncertainty is especially pronounced

when the listener is stationary, with the greatest di�culty observed in distinguish-

ing between sound sources positioned above versus below the user [54; 16; 40]. Such

limitations highlight the need for improved spatial audio rendering techniques and

possibly head movement or contextual cues to support more precise sound source

localization in MR environments.

Although personalized HRTF speakers can signi�cantly enhance spatial audio ac-

curacy and mitigate localization errors by being specially made for the head shape

of its user, they are not yet a viable solution for widespread use in consumer-grade

electronics due to cost and complexity. However, these challenges can be partially

addressed through user movement and the use of binaural 3D audio with generic

HRTF speakers, which allows for improved spatial perception even in the absence of

individually tailored HRTF's [49]. Dynamic cues generated through head or body

movements enable the auditory system to recalibrate and resolve ambiguities, par-

ticularly in distinguishing horizontal sound sources.

Encoding elevation through auditory cues, such as mapping higher frequencies and

brighter timbres to higher vertical positions, has been shown to help resolve ambigu-

ities in spatial localization, particularly with respect to elevation [9; 16; 47; 50; 45].

This psychoacoustic strategy leverages the listener's natural associations between

pitch and verticality to improve spatial accuracy. However, using these techniques

on novice users has the potential to cause confusions during navigational tasks, as

they may be confused in whether the sound change is an error that they may have

caused. As a result, using these techniques in dynamic environments requires fur-

ther research. Furthermore, in the context of AAR, more research is necessary to

determine the most e�ective sound types and auditory metaphors for speci�c tasks,

ensuring that audio cues are intuitive, distinguishable, and contextually appropriate.

One study found that the most e�ective auditory displays combine earcons, struc-

tured, non-verbal auditory cues, with 3D spatial audio, enhancing users' spatial

awareness and interaction e�ciency [54]. However, the study also emphasizes that

no single sound type universally outperforms others; rather, the e�ectiveness of an

auditory display largely depends on the distinctiveness of the sound sources and
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the minimization of overlap, which are critical for avoiding cognitive overload and

maintaining clarity in complex auditory environments. Studies have further demon-

strated that conversational audio, wherein a narrator directly addresses the user to

convey information, signi�cantly increases the cognitive load, potentially detracting

from task performance in complex environments [54; 56; 12]. As a result, non-

speech auditory options are generally favored when feasible. Users tend to prefer

earcons that are intuitively associated with speci�c tasks, along with symbolic or

low-frequency auditory cues that occur sparingly, minimizing distractions while pre-

serving informational clarity.

This highlights the importance of limiting AAR-delivered information to a select set

of critical contexts, particularly for novice users who may be more susceptible to

cognitive overload. A more restrained and context-sensitive approach to auditory

augmentation can enhance clarity and usability, especially in early user experiences.

Moreover, placing a stronger emphasis on AAR within consumer-facing applications

has the potential to deepen user immersion. For example, in settings such as mu-

seums or art galleries, AAR can foster more engaging, informative, and memorable

experiences by seamlessly integrating audio narratives or cues into the spatial and

thematic layout of exhibits [54].

In such scenarios, users are able to focus more e�ectively on their surroundings

rather than being distracted by persistent visual overlays or textual information.

This reduction in visual dependency not only enhances perceptual clarity but also

supports a more natural interaction with the physical environment. Furthermore,

audio-only interfaces o�er a more discreet and lightweight alternative to current MR

systems, which often require bulky HMD's or visors. By minimizing the need for

obtrusive hardware, these audio-based solutions facilitate seamless integration into

everyday settings and encourage broader adoption across diverse use cases [53].

2.3 Taxonomy of AR/VR

Table 2.1 is a taxonomy of the literature in AR and VR technologies. It summarizes

the information listed in this chapter and categorizes each study according to its

contributions to the literature; VR, AR, and Audio in AR/VR. They are then further

divided into their own sub-categories in accordance to what they address.
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Table 2.1 Taxonomy table of AR/VR

Category Sub-Category Research
VR History & Tech [57; 23; 1; 58; 55],

Presence Research [48]
AR Theory & De�nition [11; 5; 39]

Systems & Applications [29; 33; 42]
Audio AR/VR Audio Foundations [7; 8]

Toolkits [2; 21; 36]
Navigation & Accessibility [13; 25; 19]
MR Interfaces [4; 37]
Spatial Audio [54; 16; 40]
Interaction Design [12; 53]
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3. METHODOLOGY

The aim of this study is to understand the e�ectiveness of 3D spatial audio naviga-

tion in an AR environment. The performance of the participants in Audio AR are

compared to the performance of participants who utilize visual navigation in AR,

classical navigation with no navigational aids, as well as a combination of audio and

visual AR. This comparative user study was conducted between subjects. Qualita-

tive and quantitative data was collected to answer the research questions detailed

in section 1. In short, the main research question is on how AR impacts various

performance metrics during navigation.

To answer these research questions, an experimental study was conducted in four

main groups, as given below:

ˆ Group I: No navigational aids

ˆ Group II: Visual AR

ˆ Group III: Audio AR

ˆ Group IV: Audio + Visual AR

The tasks of each group are explained in more detail in section 3.2. The participants

were assigned to one of these groups at random. The randomization was conducted

in order of their entrance to the experimental study. That is, the �rst person was

assigned to group I, the second person was assigned to group II, and so on.

To track the movements of all participants, they were all required to wear an AR

headset. The participants in group I and II had to only wear the headset, while the

participants in group III and IV had to wear the headset, along with a Bluetooth

headphone to be able to hear the AAR portion of the task. The distinction between

these two groups can be seen in Figure 3.1. Here, the headsets of groups II and IV

are shaded to signify that these groups have an active visual AR interface. On the

other hand, groups III and IV are wearing headphones to signify that they have an

active audio AR interface.
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Figure 3.1 Equipment worn by participants in each group. Group II and IV have
visual AR, shown by blue highlighted glasses. Group III and IV have audio AR,
shown by headphones

3.1 Participants

Each group had a minimum of seven participants, for a total of 28 participants. Each

participant was a student of Sabanci University. All participants had a major within

the FENS faculty. They were also within the 18-28 age group, with an average age

of 22, and no major disabilities in sight, hearing, or attention. A summary of the

participants' demographics can be found in Table 3.1. For the experimental study,

ethics committee approval was given by Sabanci University.

Ten of the participants had minor disability in sight, as they required glasses. Un-

fortunately, Group IV had the most amount of participants with any form of glasses

use. However, since the usage of the Hololens does not get hindered by the par-

ticipant wearing glasses, they were informed that they could complete the tasks

with their glasses on them. All participants had similar levels of experience with

the experiment building. None of them claimed that they would be comfortable in

easily �nding any given location, besides for speci�c highly used classrooms. This

was expected, which is why these rooms were avoided in this study and the target

locations were selected to be unknown spots for normal students.

Group IV had the highest prior experience with AR and VR technologies. As ex-

plained in section 3.2, in anticipation of this, all participants were asked to complete

an extra task with a dummy location, where they were informed that they could test

the system and ask any question they may have. This ensured that all participants
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were as comfortable with the system as possible.

Table 3.1 Participant demographic summary

Category Group I Group II Group III Group IV
Total participants 7 7 7 7
Female count 3 4 2 2
Average age 23 21 22 22
Glasses count 1 1 3 5
Average VR/AR 2.1 2.1 1.6 3.2
experience (5-point scale)
Average environment 3.1 3 3 3.2
familiarity (5-point scale)
Average navigational 3.7 3.4 3 3
skill perception
Average gaming rate 3.5 2.5 4 3.8
Navigational sport 2 1 2 1
count

3.2 Task Descriptions

Each group is required to complete four navigation tasks, where they reach a speci�c

target location, as well as a dummy location. Each task starts with the participants

being asked to navigate to the dummy location. The purpose of the dummy location

step is to ensure that the participant fully understands the experimental study

before starting the actual experiment, where the full data collection takes place. No

assessments are made during this dummy navigation step.

Following this, the participants are assigned to the target locations in a random

order. For each target, there is an inconspicuous physical item on the path of the

participant, placed in the real world, and used to measure their environmental aware-

ness. While the participant navigates to their target location, they are prompted by

the researchers on whether they are aware of these objects in their environment. If

the participant has passed by an existing object, the question will be asked within

the next three seconds.

It is possible to get participants who are not aware of the object but state that they

have seen it, or participants who may answer positively due to suggestion-induced
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false memory. To control for these cases, participants can also be asked whether

they have seen an object that is not actually in their surrounding environment.

The combination of these two methods allows researchers to reliably tell whether a

participant is really aware of their surroundings. In total, a participant is prompted

with one existing and three non-existing objects per navigation task. This method

ensures that researchers can assess a participant's awareness of their surroundings

without complications arising from their ability to recall noticing the items. The

list of items that were asked to the participants can be found in Appendix B. Ad-

ditionally, the distribution of these items on the path of the participants, as well as

the ideal path of each navigation task can be found in appendix D.

When participants complete their navigation to all four target locations, they are

given a set of questionnaires. These questionnaires are explained in detail in section

3.4.

The participants can have four alternative navigational aids, as described below:

3.2.1 Group 1. Classical Navigation

In this group, participants are given no navigational aid. They are required to

navigate to the given target location by utilizing the �oor plans and other physical

aids that already exist in their environments.

3.2.2 Group 2. Visual Augmented Reality Navigation

In this group, participants are given an AR headset that displays a visual path to the

target location for them to follow. The participants are informed that this path leads

them to the given target location. The path is displayed as a holographic visual.

The participants are permitted to utilize the navigational aids in their physical

environment if they so wish.

3.2.3 Group 3. Audio Augmented Reality Navigation
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In this group, participants are given an AR headset that plays audio from the target

location. This audio is played by calculating the reverberations of the environment,

so as to simulate a realistic audio environment. The participants are informed that

the audio source is located at the target location. The audio is played in a generic

headset with wireless connection capabilities to not hinder the movement of the

participant. The participants are permitted to utilize the navigational aids in their

physical environment if they so wish.

3.2.4 Group 4. Visual-Audio Augmented Reality Navigation

This group merges group 2 and group 3's navigational aids. The participants are

given an AR headset that plays audio from the target location, and displays a visual

path to the target location for them to follow. The participants are informed that

the audio source is located at the target location, and that the path leads them to

the given target location. The audio is played in a generic headset, and the path

is displayed as a holographic visual. The participants are permitted to utilize the

navigational aids in their physical environment if they so wish.

3.3 Measures

While each participant was navigating their environment, key metrics were collected

regarding their performance. They were timed on how fast they were completing

their tasks, their positional coordinates were measured, and the head orientations

of each participant was recorded.

The completion time metric is used to compare the task performances of each par-

ticipant. It is also used to measure task completion accuracy of a given participant.

For example, if a participant takes 30 minutes to complete their navigation, while

the average of the task is 10, then their accuracy will be zero. Hence, to be suc-

cessful, they are expected to complete each navigation task in a given time period.

Otherwise, their accuracy is recorded as a failure.

The positional coordinates of a participant are used to calculate the total distance

covered in a given task. It is also used to measure the amount of backtracking each
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participant has done to complete their task.

The head orientation of a participant is utilized to determine their audio-localization

attempts. This aids in determining the amount of di�culty a participant may

experience when navigating with audio.

3.4 Instruments

Instruments of this study include questionnaires given to the participants, as well

as the software developed for this study. The details of these instruments are given

below.

3.4.1 Questionnaires

As stated in section 3.2, each participant was given a set of questionnaires at the

end of their experiment. These questionnaires are the NASA task load index (see

Appendix A) and a demographic information questionnaire with an optional open

ended user satisfaction questionnaire (see Appendix C).

NASA task load index is an established and commonly used set of questions for

measuring the mental load of the relevant task [22]. The results of this question set

were used in comparing each group on their mental demand.

The demographic information of each participant was taken. The participants were

asked about their age, gender, area of study, previous AR or virtual reality ex-

periences, any disabilities that they may have, and how familiar they are with the

building. Additionally, they were asked how often they play computer games, as well

as the genre of the game. They were also asked whether they have prior experience

in any activities that require navigational abilities, such as hiking, orienteering, and

scouting. Finally, the participants were given a set of open-ended user satisfaction

questions for any extra notes they may have on the experiments.
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3.4.2 AR Software Design

To conduct this study, a head mounted display was used in order to track the

position of the participant within a This study utilizes a head mounted display,

the Hololens 2, in order to track the position of the participant within a building.

A separate computer communicates with the Hololens as the participant navigates

around the building. This computer is also responsible for playing the ray-traced

audio information for the participant to listen and respond to. To compute the

re�ections, the computer utilizes a digital reconstruction of the internal walls of the

building it is conducted in. The system architecture is detailed below.

Software

Below is a list of libraries and toolkits used to make this study possible.

ˆ Unity

ˆ MRTK

ˆ Steam Audio

A detailed explanation of why these are used, as well as the limitations brought by

these systems can be found below:

To facilitate communication with the Hololens, and interface with other external

libraries, this study utilizes the Unity game engine (version 2022.3.40f). A major

reason for this is due to the requirement to utilize MRTK, a toolkit which provides

libraries for developing on the Hololens. MRTK is best compatible with Unity.

In addition to MRTK, this study uses the Steam audio library to generate audio

that can interact and respond to the geometry of its environment. Through this

library, audio can be simulated and generated in a much more realistic method

than traditional methods. Due to the working nature of the Hololens, steam audio

cannot be used in an embedded method native to the Hololens device. This is not

a hardware limitation, but a software limitation caused by how Hololens processes

audio. As a result of this limitation, it is necessary to use a separate PC to process

the scene.

To minimize the amount of confusion on the front/back direction of the audio, the

audio dampening technique of [24] was used. This is done by modifying the available
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spatial audio rendering with a low-pass �lter applied to the audio a participant listens

to. When the audio source is in front of the user, the intensity is left as original.

However, when the audio is more than 90� away from the front of the participant, the

audio source is dampened. This dampening e�ect is linearly interpolated between

0 decibel dampening at 90� , meaning that the audio is unchanged, to -10 decibel

dampening at 180� from the front of the participant. A dampening pro�le showing

this e�ect can additionally be found in Figure 3.2.

Figure 3.2 Dampening pro�le

This was only done in the scenario wherein the participant had a direct line of

sight to the audio source. If they had a wall in between them and the source, the

dampening e�ect would not be applied. This was done to ensure that the users

would not be confused when attempting to localize the sound direction, facing away

from the source, and thinking the dampening was happening due to the direction

of the source. This process can be further optimized by acquiring the result of the

ray-traced audio as well as the location it re�ected from and dampening this result

based on whether it is in front of or behind the participant. Unfortunately, due to

current technical limitations, this was not possible to do.

Hardware

Below is a list of the hardware used in this study.

ˆ Microsoft Hololens 2
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ˆ Logitech G733 Headphones

ˆ A laptop PC

A detailed explanation of why these technologies are used can be found below.

This study utilizes the Microsoft Hololens 2 due to its mixed reality capabilities.

The headset utilizes a transparent display, allowing participants to be able to see

their environments clearly. If the device is turned o�, the sight of the participant

is not blocked. Additionally, as the visual image is not a reconstructed feed of

external cameras similar, as with the Meta Quest, there is no smearing or visual

error problems associated with the headset. The headset is also able to provide

highly accurate 6DOF data. These advantages ensure a continuous and unmodi�ed

testing experience for the participants.

As stated in the section 3.4.2, there is a requirement to use a separate PC to process

the scene the participant navigates through. Since the headset can live stream the

6DOF movement of the participant in the scene to other devices, it is possible to

use a computer to acquire the 6DOF data, process what the participant should see

visually and hear through audio, and then display the computed results back to the

participant through the headset.

Finally, this study uses a seperate audio headset, the Logitech G733. This headset

is a bluetooth wireless headset, capable of playing seamless and lossless audio to the

participants. By using this system, we can allow for the participants to walk with

the Hololens and hear accurate audio while not being inconvenienced by any cables,

allowing for a more natural experience within the headset.

Technical Implementation

In the experimental implementation, the systems listed in the infrastructure section

are connected and rely heavily on the resources provided by the PC. The information

�ow from each component to each other component can be seen in Figure 3.3.
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Figure 3.3 Technical model

The Hololens may display to the participant a path for them to follow. When the

participant moves in the scene to respond to this information, the 6DOF data is

tracked by the Hololens. The data is streamed to the PC shortly after. With the

location information of the participant, the PC calculates what they should be seeing

at that moment, and streams the graphics information back to the Hololens. The

PC also calculates what audio the participant should be hearing at their current

location, and streams the audio to the headset on the participant.

3.5 Research Procedure

To conduct this study, an accurate geometric reconstruction of the building needs

to be created. This digital twin of the building is required for the purposes of

computing sound re�ections o� of the walls of the environment.

3.5.1 Digital Twin Creation
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While the sound guidance process can be achieved without an initial model, where

the internal structure of the building is generated as the participant explores the

space, this results in a poorer overall experience. As the structure is constructed in

partial segments, the sound simulation is likely to not be accurate. This inaccuracy

can in turn lead the participant to hear sounds from the wrong directions. Similarly,

without knowing the full structure of the building, creating a correct visual path

indicator (Group II, Group IV) is not possible to do. Due to these reasons, coupled

with the navigation task of this study, live reconstruction of the given building is

not a viable solution. As a result, the digital model of the building is required before

the participant starts exploring the multi-�oor structure.

The digital twin creation process consisted of three steps. First, as a reference, the

�oor plans of the building's various �oors were digitized and imported into the Unity

scene. One level of these �oor plans can be seen in Figure 3.4. This �oor plan is

the "emergency and evacuation plan," which is publicly accessible on all levels of the

faculty building. As these �oor plans were updated in the past three years, they are

up to date with the internal structure of the faculty building. Any changes since

the creation of these plans and the study were �xed within the following steps of

the reconstruction process.

Figure 3.4 FASS emergency and evacuation plan
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In the second step of the reconstruction process, a digital scan of the internal struc-

ture of the building was taken with the Hololens. By default, the Hololens creates a

3D mesh of its immediate surroundings and keeps them in its memory. By accessing

the Hololens' online interface portal, this mesh reconstruction can be installed as a

.obj �le format. The .obj �le format is an industry standard format for sharing 3D

objects. It allows for reconstructing surfaces and meshes from a set of given points,

or vertices. Unfortunately, the online portal does not make it possible to import the

entire building map at once. To optimize the process due to hardware limitations,

the Hololens can only access the closest 126 blocks, which approximately corre-

sponds to a radius of 10 meters around the participant if there are no �oors mapped

or associated above or below the participant. If there are �oors above or below the

participant, and the Hololens has associated these locations with the position of the

participant, it attempts to load these �oors as well, reducing the accessible mapped

structure mesh radius around the participant.

Due to this limitation, the digital scan was acquired in two steps. First, to load

the entire internal structure into the Hololens, an initial pass of the entire building

was done. While making sure that no large unmapped areas were left, a researcher

slowly walked around the entire building. After the whole building interior was

mapped, a second pass was done to download each patch of mapped surface. As

stated previously, this only gives access to the closest 126 blocks. Due to this, more

than 50 individual segments were generated and downloaded as .obj �les. Each �le

had a portion of its segment intersecting with a previous segment. This was done

to ensure that each segment could easily be tiled, allowing for an easier and more

accurate reconstruction process.

In the third and �nal step, the the various .obj �les were matched to get a rough

approximation for the size of the building. From this, the �oor plans were placed

into the scene and matched onto the interior meshes. This gave the correct scales

for the images, and allowed the meshes to be matched while taking the �oor plan as

the reference. Due to the interior scan containing too many vertices, and containing

gaps in some walls and in the locations of windows, it was necessary to simplify

the overall interior geometry to minimize the impact on performance as well as to

provide de�nitive solid shapes with no gaps in geometry.

This process results in a relatively accurate and recent model of the interior struc-

ture of a building. By knowing the overall 3D shape and structure of a building,

the acoustics of the building can then be modeled by simulating the sound wave

propagation in the environment. A fairly common method of modeling the acoustic

characteristics of an environment [59]. The screenshots of matched hololens .obj �le
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outputs, as well as the resulting cleaned up version of the environment can be seen

in Figure 3.5 and Figure 3.6 respectively. Additional before and after shots of the

internal structure can be found in Figure 3.7.

Figure 3.5 FASS raw internal scan

Figure 3.6 FASS processed internal scan
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Figure 3.7 Additional FASS internal scan comparisons

3.5.2 Experiment Audio

Due to a lack of clear guidelines on the most e�ective audio type for a given set of

tasks, it is di�cult to pick an audio and know that it will work. Previous studies

have shown that as long as the audio is an earcon and not a speech audio, the

cognitive load of the audio tasks will be low. As shown by [54], as long as the earcon

is distinct the type of earcon is not very important. The user experience improves

if what the earcon represents is conceptually similar to the audio type. Because of

these reasons, several alternative audio �les were tested in the design of the system.

These were continuous sounds, such as pink noise and sine waves, which can help

with elevation perception [34], and distinct sounds, such as sonar pings, which could

be conceptually associated with the search task of the study.

Distinct sounds were preferred in the design phase, as it was easier to distinguish

their directions. This is due to the sonar ping being perceived as a discrete event,

which can grab the attention of the user more easily compared to continuous sound

events [27] and giving the user a period to adjust in between the silent phases. This

type of sound can also reduce the overall cognitive load [31].

Determining what kind of distinct audio to play is a harder task. However, as there

is only one audio that will play during a given task, the audio type should not a�ect

the overall performance of the user; it will always be distinct. As a result, a free-to-
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use sonar sound �le [26] was acquired from pixabay [10]. Pixabay is a website where

users can upload royalty-free images and short sound �les for other people to use.

3.5.3 Experiment Steps

The study was conducted following the steps below.

1. The participant will be asked to �ll the Demographic information questionnaire

(See Appendix C).

2. The participant will be assigned to one of the groups according to their en-

trance order to the study.

3. A preparation task will be given to the participant to help them to learn

the experimental interfaces and environment. Here they will navigate to the

dummy location.

4. The experiment will start.

4.1. Participants will navigate to a given target location and utilize the navi-

gational aids they are given access to.

4.2. At predetermined locations, the participant will be asked whether they

have seen an object in their environment (See Appendix B). This will be

repeated four times.

4.3. 4.1.-4.2. will be repeated four times for each target location.

5. The participant will be asked to �ll NASA task load index (See Appendix A).

3.6 Data Collection and Preparation

In this study, there are three types of quantitative data to collect:

ˆ Noticed objects: Which objects each participant noticed during their naviga-

tion tasks,

ˆ Duration: the time it took to complete their navigation task,

28



ˆ Distance: the distance they covered to complete their navigation

3.6.1 Noticed Objects

The study featured four main objects on the navigation paths of the participants,

with a backup object in case they accidentally went in an unexpected direction.

These four objects are a white stand, a tall coat hanger, an orange backpack, and a

yellow trash can with a caricatured penguin face on its side.

When the participant passed by any of these objects, they were stopped after three

seconds. If they attempted to look around, they were asked to look straight ahead.

They were then asked whether or not they noticed the relevant object or not, and

their answer was recorded. To control for false positives, they were also stopped and

asked for objects that were not on their paths during their navigation.

An image of each object during the navigation of a participant can be found below.

Figures 3.8, 3.9, 3.10, and 3.11 show the participant passing by the backpack, the

coat hanger, the yellow trash can, and the white stand respectively. Furthermore,

the questioning step for whether the participant has noticed the object can be seen

in Figure 3.12.
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